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Dear Concern,

©ifa: 52-35-2033

Request for Quotation

Greetings from Anjuman Mufidul Islam
Anjuman Mufidul Islam (AMI) is requesting to offer quotation from competent companies / Supplier that
having experience in supply, installation & commissioning and support of Mikrotik Router as specified
below at Anjuman Head Office, Kakrail, Dhaka-1000.

Specifications

Details

Product code

CCR1036-12G-4S-EM

Architecture TILE

CPU TLR4-03680
CPU core count 36

CPU nominal frequency 1.2 GHz

Dimensions 443 x 193 x 44 mm

Router OS license 6

Operating System Router OS

Size of RAM 8 GB

Storage size 1GB

Storage type NAND

MTBF Approximately 200'000 hours at 25C
Tested ambient temperature -20°C to 60°C

IPsec hardware acceleration Yes



https://wiki.mikrotik.com/wiki/Manual:TOC

Powering

Details

Number of AC inputs 2

AC input range 100-240

Max power consumption 60 W

Cooling type 2 fans
Ethernet

Details

10/100/1000 Ethernet ports 12
Fiber

Details

SFP DDMI Yes

SFP ports 4
Peripherals

Details

Serial console port RJ45

Number of USB ports 1

USB Power Reset Yes

USB slot type USB type A

Max USB current (A) 1

Number of M.2 slots 1
Other

Details

CPU temperature monitor Yes

PCB temperature monitor Yes

Voltage Monitor Yes

Mode button Yes

Beeper Yes

Certification & Approvals

Details

Certification CE, EAC, ROHS

IP 1P20




Service Level Agreement (LSA)

SL | Work Details

Remark

01 | New configuration and updating of existing
configuration as required shall be completed
within 6 hours of service request

If the router supplier company has a
Mikrotik-certified engineer, they will get the
priority for Service Level Agreement (SLA)

Terms & condition

1. Last date of submission 19-11-2022 before 3.00 pm by email (ddit@anjumanmibd.org) or

directly to IT department of Anjuman Head Office.

2. Payment will be made after supply, installation & commissioning of the services.
3. The warranty period the products must be mentioned by supplier.

4. 01 Year service level agreement (LSA)
5. Right to accept/ reject:

AMI reserves the right to reject any or all Quotation without assigning any reason. Also, the AMI
reserves the right to award any or part or full contract to any successful agency.

Call for necessary action
1. Website (AMI)
2. Relevant file

HE

Md. Mostafizur Rahaman
Deputy Director (IT)
Mobile: 01711585776



